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NIMO DRYING CABINETS COMPARISON SHEET        

MODEL OVERVIEW ECO Dryer 2.0 
HP 

ECO Dryer 2.0 
HP Extreme 

ETS 1900E ETS 1700E ETS 1500E ETS 1900E 
Extreme 

ETS 1900 ETS 1700 ETS 1500 

Color choice White /  
Black / 

Titanium 

White White / 
Black / 

Titanium 

White / 
Titanium 

White / 
Titanium 

White White White White 

Drying system Heat pump Heat pump Extract air Extract air Extract air Extract air Extract air Extract air Extract air 

Program control  Microprocessor Microprocessor Electronic Electronic Electronic Electronic Mechanical Mechanical Mechanical 
Collapsible and pull-out 
hangers 

3 2 3 3 3 2 3 3 3 

Hanging length 16m 11m 16m 16m 16m 11m 16m 16m 16m 
Door hangers / glove 
racks 

2 glove racks 2 glove racks 3 door 
hangers 

3 door 
hangers 

- 2 glove racks 3 door 
hangers 

3 door 
hangers 

- 

Ceiling clothing hooks - 6 - - - 10 - - - 
Reversible door - - • • • • • • • 

FEATURES 
Moisture detection Sensor Sensor Sensor Sensor Sensor Sensor - - - 
Display Touch Touch • • • • - - - 
Automatic programs • • • • • • - - - 
Auto Power Off • • • • • • - - - 
Adjustable drying 
temperature 

- - • • • • • • • 

Timer - - • • • • • • • 
Electronic setting of 
drying time 

- - • • • • - - - 

Condensate Water Tank 
Full Indicator 

• • - - - - - - - 

Overheating protection • • • • • • • • • 

PERFORMANCE 
Capacity  
(kg of dry laundry) 

4 / max 8 4 / max 8 
 

4 4 4 4 4 4 4 
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 ECO Dryer 2.0 

HP 
ECO Dryer 2.0 
HP Extreme 

ETS 1900E ETS 1700E ETS 1500E ETS 1900E 
Extreme 

ETS 1900 ETS 1700 ETS 1500 

Noise level 52dB(A) 52dB(A) <60dB(A) <60dB(A) <60dB(A) <60dB(A) <60dB(A) <60dB(A) <60dB(A) 
Energy consumption 
4kg cotton, 50% 
residual moisture (kWh) 

1.3 1.3 2.4 2.4 2.4 2.4 2.8/ 4.7* 2.8/ 4.7* 2.6/ 4.7* 

Energy consumption / 
kg of cotton, 50% 
residual moisture (kWh) 

0.32 0.32 0.6 0.6 0.6 0.6 0.7 0.7 0.75 

Drying time 4kg cotton, 
50% residual moisture 
(minutes) 

90 90 120 120 120 120 120 120 120 

* Energy consumption at maximum setting for 4 h 

INSTALLATION 
Wall mounting • • • • • • • • • 
Ventilation duct and 
draught stabilizer 

Closed system Closed system • • • • • • • 

Rated connection 
power 

1.3kW 1.3kW 1.5kW 1.5kW 1.5kW 1.5kW 1.5kW 1.5kW 1.5kW 

Electrical connection 230V 10A 230V 10A 230V 10A 230V 10A 230V 10A 230V 10A 230V 10A 230V 10A 230V 10A 
Protection class IP24 IP24 IP24 IP24 IP24 IP24 IP24 IP24 IP24 
Connection cable length 2,5m 2,5m 2m 2m 2m 2m 2m 2m 2m 
Condensate water hose • • - - - - - - - 
Condensate water hose 
length 

150cm 150cm - - - - - - - 

Adjustable feet 4 4 4 4 4 4 4 4 4 

DIMENSIONS AND WEIGHT 
Weight 94kg 94kg 61kg 61kg 60kg 61kg 61kg 61kg 60kg 
Height 1925mm 1925mm 1915mm 1715mm 1435mm 1915mm 1915mm 1715mm 1435mm 
Depth 675mm 675mm 615mm 615mm 615mm 615mm 615mm 615mm 615mm 
Width 595mm 595mm 595mm 595mm 595mm 595mm 595mm 595mm 595mm 


